TECHNICAL SPECIFICATION OF TIN INGOT

Certificate and Document of

A product certificate showing chemical composition istobe
given by the manufacturer during tender submission and

_Se_r ] Pﬂ“‘:”'a"" Description |
1. | Name of Item Tin Ingot .
2. | Quantity Kg-800 i .
3. | Purpose Used as ingredients to produce gunmetal, white meta L2 o
4. | Technical Parameters a. | Tin 1(99.5-100)% - P
b. | Size (L XBXH) Minimum (15. 5x4x4)lnch ]
c. | Shape : Square bar S -
d. | Density : 7.30 glem® L RO
e. | Melting point : 231.93°C. e
f. | Brinell hardness: 50-440MPa.
g. | Colour : Silvery white. 3
5 | Country of Origin To be mentioned el
6. | Country of Manufacture To be menlioned e
i Year of Manufacture 2025 or later, The item should be brand new and onglna! e
8. | Source of Supply To be mentioned )
9. | Port of Shipment To be mentioned o e
10. | Manufacturer's Name and To be mentioned
Address o
11. | Supplier/Local Agent To be mentioned
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RUH-FI-TAHMIN TA!
Lt Cdr BN WKIR

Officer-in-Charge
Foundry Shop

&Y CamScanner

Authentication
supply of the item =3
13| Packing/labeling Standard Packing iy
14, | Warranty 01 year from the date of acceptance § 5
15, | Installation NA
| 16. | Test. Trail and acceptance Standard sample (Size: 3 x 3 inch/ 300gm) to be supplied
| during tender submission.Acceptance will be provided by
9 CINS.
17| Site Visit ( Focal Point) NA e
18. | Training NA o e
19. | Accessories NA c e
20. | Picture




