TECHNICAL SPECIFICATON OF INGOT MANGANESE

Ser | Particulars Descriiption ]
i i_Nalme of ltem __| Ingot Manganese : l
' Quantity As per demand e
1 Purpose Used for rust and corrosion prevent:on on prow casting
‘ Technical Parameters a. | Formula - Mn
b. | Molecular weight . 54.94 Al
§ c. | Purity : Approx.99.99% =
d. | Melting point : Approx.1246°C
! e. | Boiling point : Approx.2062°C 5
| f. | Density T (7.21-7.44) glem® ——~ ——
RS it g. | Appearance - Silvery |
5. | Country of Origin ASEAN countries, China, EU, Japan, USA - ?
6. [ Country of Manufacture ASEAN countries, China, EU, Japan, USA e
L 7. ,_Y_Ef'i‘_r of Manufacture 2025 or later v}
. 8. | Source of Supply To be mentioned
l'_—sf " "Port of Shipment Any port of country of manufacture it el
| 710" | Manufacturer's Name and | To be mentioned ‘ g
| __ | Address
e 78 ‘Supplier/Local Agent To be mentioned
12. | Certificate and Document (a) Authorized distributor certificate e
of Authentication (b) Material composition test|report certificate
"3 | Packing/labeling Standard e
14, | Wdrranty 01(One) year from the date ¢f acceptance o
15. | Installation NA : Tt ¥
16, | Test Trail and acceptance | Standard sample (300gm) fo be supplied during tender

submission

17 |'Site Visit ( Focal Point) NA
-"11 | Training NA E
| 19. _Acc_essorles NA
; " 20. | Picture
I
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