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© /ECHNICAL SPECIFICATION FOR PORTABLE PETROL FIRE FIGHTING
(MARINE FLOATING PUMP), BNS TITUMIR

[Ser | Particulars Description

(01. | Na.ne of item " T Portable Petril Fire Fighting(Marine Floating Pump)
: | 02. 1 Usage iApphcation | Fire Fighting.

03. |Model | CET 13hp Honda GXV-390

104. | Brand | CET

' 05. | Country of Manufacture | U.S.A
| 06. | Quantity. | 01(One)

7. | Pump unit Dxrect drive CET single stage centrifugal pump

sp=>fications: P,:mp body made from resistant aluminum alloy

g _Bronze impeller
; | _Mechanical shaft seal

: _Self priming system
L i | Light weight heavy duty floater.
108. | iniet | One 3" (77 mm) suction inlet floater
T 09. Omlet | Cne 21/2" (65 mm) delivery outlet.(Male/Female System)
110. ! Dinensions. -~ -~ . ' 32-1/4" (819mm) L X 30" (762mm) W X 22-1/8" (561 mm) H
|11, |Weight | 125 Ibs.(57 kg)
| 12. | Engine specifications: | GXV 390 Honda air cooled engine.
' Single cylinder, 4-stroke gasoline engine
“\anual recoil start
B Riv £ 2 quarts (2L) integrated fuel tank.
14, ' Pedoiraance \.ax Flow: 460 GPM.
_v.ax Pressure: 75 PSI
450 GPM @ 20 PSI
: el e Jr 210 GPM @ 46 PS!I
15. St_.rter Method. Manuai Start.
16. | Paint. R T R _'wRed With an Aluminum Englne and Black Trim .
17. | Warmrra ntv Supplier should provide minimum 01 (one) year warranty

for the item from the date of acceptance. during warranty
period if any component of the supplied items become
| defective, the subject component remind defective.

18 | The float is made of poivethyiene by injection centrifugal and allows gcod stability of
| the device on the water.

19 | The frame makes it ezsy to transport and allows you to attach a rope to keep the
. device at a stafe distance.
24. Proiure.




